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Aerosol Sprays  Standard Operating Procedure (SOP): 

Purpose

This Standard Operating Procedure (SOP) outlines the procedure for treatments using handheld canister-style aerosol sprays. For single-use foggers, see the SOP for Single-Use Foggers. 

NOTE:  The use of space foggers and/or single-use foggers is prohibited by Petti Pest Control

Procedure: Aerosol Sprays

NOTE:  The use of Aerosol Sprays is limited for use by Petti Pest Control.  A technician must get approval from their supervisor before using any aerosol product for Petti Pest Control.

Procedure: Aerosol Sprays, when authorized.

1. Prepare the space for treatment. 

a. If the label specifies that pets or residents should leave for treatment, make sure residents and property owners are aware of all re-entry instructions and the amount of time they are required to stay out of the space. “Until Dry” Do not give a time limit

b. Most aerosols will have instructions for use in areas with food-preparation equipment, including covering or removing food, utensils, and food-contact surfaces before treatment. 

c. Aerosols should typically not be used in spaces with open flames or pilot lights; follow label instructions regarding fire or electrical hazards. 

d. Material labels will specify if fans or ventilation should remain on or off during the treatment and immediately following treatment, as well as whether windows should be opened or closed. 

2. Wear appropriate PPE. This may include, but is not limited to, gloves, eye protection, and a respirator. If application is being made to floor surfaces, take appropriate caution to avoid walking on the treated surface to prevent slips, trips, and falls. 


3. Know the allowed treatment methods and locations for your material. Some aerosols are labeled for use as crack & crevice treatment only, while others may be labeled for broader treatment methods, such as spot or space spray. 




4- Choose the areas to be sprayed; these locations should be both areas allowed on the label for the material you are using and inhabited or frequented by your target pest. Common locations include voids, cracks, holes, and behind or under appliances.


5. Hold the container upright unless the label instructions specify a different orientation. 


6. Point the nozzle away from you at the area to be treated and press the valve to spray. If performing a crack & crevice treatment, most sprays have optional applicator straws or attachments for more precise placement of the spray. 

7. Apply the spray at the labeled rate. 


8. Most sprays will have ventilation and re-entry protocol specified on the label; ensure that they are followed once the treatment is complete.

Conclusion

By following this SOP, a Technician can safely and correctly perform an aerosol treatment when authorized to do so by a direct supervisor.
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